ENFORLER

1-Room Occupancy Monitor Kit

RM-R100-KB1Q
1x Sensor and 1x Indicator

Sensor

The Room Monitor indicates when a room, like a ..
bathroom or fitting room, is occupied or vacant. The
highly visible indicator can be seen from a distance,
saving time previously spent checking if a room was
occupied. The Room Monitor can increase productivity
and customer traffic flow by reducing idle time. There
are countless applications:

v" Restrooms v" Sound booths
v Fitting/Changing rooms v" Exam rooms
v" Conference/Meeting rooms v~ Study/Reading rooms
v' Break rooms v' Storage rooms
v" Shower stalls etc. Improve | Increase Inttr:;:faige Reduce
Sales Safety crowding
flow

Features: Sample Application:
e Programmable to use PIR (movement), phototransistor The Room Monitor can be used in a variety of situations to

(light), or door sensor input (switch) to detect occupancy monitor room occupancy, or even assist customers if used with
e 1-Room indicator has a programmable, built-in buzzer for the Wall-Mount Help Button (RM-R100-TBQ). 1-Room indicators

service input that have been triggered by a service button can be reset with an
« Indicators and Sensor can be programmed to flash after a Indicator Remote (RM-R100-TH2Q)

set amount of time
o Suitable to use in bathrooms, fitting rooms, etc. to _  Sensors

monitor occupancy 1-Room Indicators
o Indicators can be paired with 15 sensors per channel Y Y,
e Sensors can transmit to an unlimited number of indicators [
e Service button connections available* 1 2-Room Indicator 2
e Micro USB power input for easy installation | '} |
o Compatible with all ENFORCER 433.92MHz transmitters

and receivers

Room 1 occupied Indicator Remote Room 2 empty
Wall-Mount Help Buttons

*RM-R100-TLQ and RM-R100-RB1Q only.
SECO-LARMP®U.S.A,, Inc. FC &
16842 Millikan Avenue, Irvine, CA 92606 P S LA US4, Inc. Al rights reserved.

All trademarks are the property of SECO-LARM U.S.A., Inc. or their respective owners.

Phone: (949) 261 _2999 | (800) 662'0800 Fax: (949) 261 '7326 The SECO-LARM policy is one of continual development. For that reason, SECO-LARM reserves the right to

change prices and specifications without notice. SECO-LARM is not responsible for misprints.

Website: www.seco-larm.com Email: sales@seco-larm.com SECO-LARM® ENFORCER® CRIMEBUSTER® CBA®° SL/° #&.°
PI_RM-R100-xxxQ_190131.docx



ENFORLER

Sensor

Specifications:
Model RM-R100-TLQ RM-R100-RB1Q RM-R100-R2Q RM-R100-TBQ
Description Sensor 1'R°°mB|:SZ'Z?t°r with 2-Room Indicator Wall-Mount Help Button
Indicators LED Buzzer and LED LED
Memory capacity N/A 15 Transmitter codes, per channel N/A
Current Standby 2mA@12VDC 6mA@12VDC N/A
draw Active 15mA@12VDC max. 35mA@12VDC max N/A
Operating voltage 5VDC via micro USB or 5~12 VDC via screw terminals 9VDC Battery
Connections Screw terminals N/A
Trgn3|stor ground 100MA max. N/A
rating
PIR Sensor range ~16' (5m) N/A
Phototransistor >320Lux NIA
sensitivity
Door input NO or NC N/A
RF Range* 100' (30m)
Operating frequency 433.92MHz
Operating 4°~167° F (-20°~75° C)
temperature
Dimensions 21/2"x"5016"x17/5" (64x24x48 mm) 45/5"x27/5"x2" (117x73x50 mm)
Weight 1.8-0z (509) 6-0z (178g)
*Actual operating range will vary greatly depending on the installation and operating environment.
Ordering Guide:
RM-R100-KB1Q RM-R100-TLQ RM-R100-TBQ
1-Room Occupancy Monitor Kit Sensor Wall-Mount Help Button
(1x RM-R100-TLQ, 1x RM-R100-RB1Q)
® -
g\
RM-R100-RB1Q RM-R100-R2Q RM-R100-TH2Q
1-Room Indicator 2-Room Indlicator (2 units shown) Indicator Remote
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